
BMW 2 Series Active Tourer - changing the
cabin air filter

Data sheet

Manufacturer BMW

Vehicle model 2 Series Active Tourer (F45)

Engine All

Year of manufacture 2014 - 2021

Symptoms Replacing the cabin filter

 Important safety note

Pollen filter replacement for the BMW 2 Series Active
Tourer

When replacing the cabin air filter on the above-mentioned vehicle, some points should be
observed and therefore you should proceed as follows:

• <span class="gallery-mode--link" data-order="1">Figure 1</span>: Remove the trim in the
footwell on the passenger side by first of all removing the screws (2x).

• <span class="gallery-mode--link" data-order="2">Figure 2</span>: Remove the left cover in the
footwell on the passenger side, again by first removing the two screws

• <span class="gallery-mode--link" data-order="3">Figure 3</span>: Remove the air outlet by
removing the screw (1x) and pulling the air outlet to the right

• <span class="gallery-mode--link" data-order="4">Figure 4</span>: Pull off the hose from the
heating/air-conditioning housing to the right

• <span class="gallery-mode--link" data-order="5">Figure 5</span>: Unlock and remove the
cover from the heating/air-conditioning housing

• <span class="gallery-mode--link" data-order="6">Figure 6</span>: Pull out the cabin filter
In order to install the new filter, proceed as above but in reverse order.
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